Coast Guard, DOT

and during cargo transfer operations,
the persons as required by §31.15-5 of
this subchapter and §35.35-1 are pro-
vided.

[CGFR 65-50, 30 FR 16704, Dec. 30, 1965, as
amended by CGFR 70-10, 35 FR 3709, Feb. 25,
1970; CGD 73-243, 45 FR 18000, Mar. 20, 1980]

§35.01-55 Pilot boarding operation.

(a) The master shall ensure that pilot
boarding equipment is maintained as
follows:

(1) The equipment must be kept clean
and in good working order.

(2) Each damaged step or spreader
step on a pilot ladder must be replaced
in kind with an approved replacement
step or spreader step, prior to further
use of the ladder. The replacement step
or spreader step must be secured by the
method used in the original construc-
tion of the ladder, and in accordance
with manufacturer instructions.

(b) The master shall ensure compli-
ance with the following during pilot
boarding operations:

(1) Only approved pilot boarding
equipment may be used.

(2) The pilot boarding equipment
must rest firmly against the hull of the
vessel and be clear of overboard dis-
charges.

(3) Two man ropes, a safety line and
an approved lifebuoy with an approved
water light must be at the point of ac-
cess and be immediately available for
use during boarding operations.

(4) Rigging of the equipment and em-
barkation/debarkation of a pilot must
be supervised in person by a deck offi-
cer.

(5) Both the equipment over the side
and the point of access must be ade-
quately lit during night operations.

(6) If a pilot hoist is used, a pilot lad-
der must be kept on deck adjacent to
the hoist and available for immediate
use.

[CGD 79-032, 49 FR 25455, June 21, 1984]

§35.01-60 Person excluded.

Masters and pilots shall exclude from
the pilothouse and navigation bridge
while underway, all persons not con-
nected with the navigation of the ves-
sel. However, licensed officers of ves-
sels, persons regularly engaged in
training, regulating, evaluating, or

§35.03-15

learning the profession of pilot, offi-
cials of the United States Coast Guard,
United States Navy, United States
Coast and Geodetic Survey, United
States Army Corps of Engineers, Mari-
time Administration, and National
Transportation Safety Board may be
allowed in the pilothouse or upon the
navigation bridge upon the responsibil-
ity of the master or pilot.

[CGD 91-023, 59 FR 16779, Apr. 8, 1994]

Subpart 35.03—Work Vests

§35.03-1 Application—TB/ALL.

(a) Provisions of this subpart shall
apply to all tank vessels.

§35.03-5 Approved of work

vests—TB/ALL.

(a) Each buoyant work vest carried
under the permissive authority of this
section must be approved under—

(1) Subpart 160.053 of this chapter; or

(2) Subpart 160.077 of this chapter as
a commerical hybrid PFD.

types

[CGD 78-174A, 51 FR 4350, Feb. 4, 1986]

§35.03-10 Use—TB/ALL.

(a) Approved buoyant work vests are
considered to be items of safety ap-
parel and may be carried aboard tank
vessels to be worn by crew members
when working near or over the water
under favorable working conditions.
They shall be used under the super-
vision and control of designated ship’s
officers. When carried, such vests shall
not be accepted in lieu of any portion
of the required number of approved life
preservers and shall not be substituted
for the approved life preservers re-
quired to be worn during drills and
emergencies.

§35.03-15 Shipboard
ALL.

(a) The approved buoyant work vests
shall be stowed separately from the
regular stowage of approved life pre-
servers.

(b) The locations for the stowage of
work vests shall be such as not to be
easily confused with that for approved
life preservers.

stowage—TB/
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